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PROPOSED LEGEND:

B WENTWORTH AVE B WENTWORTH AVE (4) SUB-BASE GRANULAR MATERIAL, TYPE B, 8"
30° Lo VARIES 30’ TO 33 (5) COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12 (MODIFIED)
28" ‘""9"*’13 }‘;ﬂ VAR. 28 vaR. Ig (6) COMBINATION CONCRETE CURB AND GUTTER, TYPE B-V.12
1 8’ & iii}{? 25 YR e n-z s (7) PORTLAND CEMENT CONCRETE SIDEWALK, 5" (BY OTHERS)
PaL |g A ] ) IE CONCRETE MEDIAN SURFACE, 5 (MODIFIED)
VAR, o} /— T: van, 5 (3) RETAINING WALL / MSE WALL WITH MOMENT SLAB (@Y OTHERS)
= o= o a (GO SEEDING, CLASS 24 / TOPSOIL FURNISH AND PLACE, 4" (BY OTHERS)
] (2]) PORTLAND CEMENT CONCRETE PAVEMENT, 10" (JOINTED)
CB @7 [T1E BARS - 24" LONG, *6 EPOXY COATED BARS AT 24~ CENTERS |
8 @@EY 21O

KEYED LONGITUDINAL CONSTRUCTION JOINT - 24" LONG, *6 EPOXY
COATED DEFORMED TIE BARS AT 24 CENTERS

35) SAND CUSHION, 3" (BY OTHERS)
-

eo | TYPICAL SECTION TYPICAL SECTION POROUS GRANULAR EMBANKMENT (SEE DETAIL ON SHEET NO. 40)
A QJ S. WENTWORTH AVENUE @ S. WENTWORTH AVENUE WORK TG BE DONE BY OTHERS
STA 171433.5] TO STA 172+28.55 STA 181+449.00 TO STA 182+24.00

STA 177413.66 TO STA 179+33.30
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©) @ TYPICAL SECTION @ TYPICAL SECTION
S. WENTWORTH AVENUE S. WENTWORTH AVENUE

STA 172+28.55 TO STA 177+13.66 STA 182+24,00 TO STA 183+35.83
STA 179+33.30 TO STA 181+49.00

Nf&gISIONS SATE ILLINOIS DEPARTMENT OF TRANSPORTATION
F.A.l. 90794 (DAN RYAN EXPRESSWAY)

53rd ST TO 51st ST (WENTWORTH AVENUE)

PROPQOSED TYPICAL SECTIONS
i

= ENCINEERS WENTWORTH AVENUE
£ ENGINEERS
CAYNSEND ENVIRODYNE ENGINEERS, INC. SCALE:  H:1"=10" V:17=%° DRAWN BY: AMM
303 EAST WACKER DRIVE, SUTE 600 1 OF 1
CHICAGO 1LLINOIS 6060I-5212, PHONE: (312} 933-0300 DATE: DECEMBER 17, 2004 CHECKED BY: JAL

MADA046ENCT NI 4-cntr Padd ontr\SbIS\stiypical secilons\fsec3bI5032a.5hF

I1:00:23 AW

12/03/2004



